PRODUCT DATA SHEET

BEDDING MORTAR-BM (Non Curing)
GROUT & MORTAR RANGE

BEDDING MORTAR–BM (Non curing) is a
cementitious mortar specially designed for
laying AAC blocks and Panels. It requires only
the addition of water and is a highlyadhesive mortar with improved workability which
is easy to apply on both horizontal and vertical
surfaces.

-

High yield
Polymer Modified
Quick and easy application
Non-combustible
Shrinkage compensated
Extended open time
Can be used as a general repair mortar
No water curing required

 Laying calcium silicate and AAC blocks/Wall & Floor
Panels
 thin coat application.

APPLICABLE STANDARD
EN 998-1 & 2,GP-CS IV ,T- M5 ,ASTM C
270, ASTM C109,EN 1015,Type N

APPLICABLE IDENTIFICATION
Consistency

Granular Powder

Colour

Grey/White

Packaging

50 kg bags

Shelf Life /
Storage

12 months from date of
production if stored properly
in undamaged and
unopened, original sealed
packaging, in dry conditions.
Protect from direct sunlight.
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TECHNICAL DATA
Contents

Cement, Polymers, Limestone
and Silica sand selected
(0.1 – 0.5 mm), Additives

Density

1.56kg/L

Layer Thickness

2-5 mm

Mix Ratio

19 %

Pot Life

1hr.

FINAL PERFORMANCE DATA
TYPICAL VALUE AT 25ºC
Compressive Strength

8- 10 N/mm2

Flexural Strength

3.0 N/mm2

E Modules

Approx.3100 N/mm2

Thermal Conductivity

Approx. 0.78 W/m*K

Bonding Substrate

Approx. 1.0 N/mm2 on Concrete

1

BEDDING MORTAR-BM (Non Curing) | GROUT & MORTAR RANGE

PREPARATIONS
Substrate:
-All substrates must be clean, dry and free
of contaminants that may affect bonding.
-Prior to applying the material, spray a
sufficient amount of clean potable water
neutralize the suction of back round
Temperature:
-Ideal application temp between 10°c-35°c, if
more than 35°c use cool water to
avoid earlier shrinkage cracks.

CONSUMPTION
Yield

- 620 ltrs/ton

MIXING
-Mix BM (Non Curing) with clean water in a
clean vessel using a hand tool or drill for 2
minutes.
-The quantity of water depends on the desired
consistency levels, but we recommend water
addition of 9-10 Liters for each 50 KG.
-The mixture should be stirred with a paddle
mixer or trowel for at least 3 minutes, in order
to prevent sedimentation of the aggregates.
-In order to increase the pot life, let the
mixture rest for 5 minutes and then mix shortly
after.
-Do not try to remix the product after losing its
workability by adding more water.

APPLYING

CURING
No curing required.

SAFETY INFORMATION
Contains alkali, contact with skin or eyes should
be avoided, for further instruction please see our
materials safety data sheets.

-Apply BM (Non Curing) using a notchtrowel, a mortar- sledge or a mortar roller with
4 - 6mm notches.
-Lay the blocks/panels in the mortar bed
within 5 minutes.
-The blocks/panels can then be corrected
into position or just leveled out 5 minutes after
placement.
-Workability is approximately 45 minutes.
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LEGAL NOTICE
All instruction and data of this technical data
sheets are general information only and are
based on our experience and performed tests.
Under all circumstances there has to be
implemented the relevant standard and general
knowledge of construction/engineering. In case of
speciﬁc question or requirements please contact
our Technical Services/Sales Team. Users must
always refer to the most recent issue of the local
Product Data Sheet for the product concerned,
copies of which will be supplied on request.

Exeed Premium Dry Mortar
owned By Exeed Industries L.L.C
sole Proprietorship L.L.C
Industrial City of Abu Dhabi (ICAD2)
P.O. Box 111681, Abu Dhabi, UAE
Tel: +971 2 550 2879
Fax: +971 2 550 9925
E info@exeedpremium.ae
W www.exeedpremium.ae
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